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Cordless

WH36DC
36V Brushless 
Impact Driver
Features

• Powerful brushless motor
• Triple hammer anvil reduces vibration and “cam-out”
• IP56 dust & water resistance
• 4-step tightening mode + self-drilling screw mode
• Variable speed switch

Specifications
Capacity – Small screw ...................4 to 10 mm (5/32” to 3/8”)
Capacity – Ordinary bolt ................5 to 18 mm (3/16” to 23/32”)
Capacity – High-tension bolt ........5 to 14 mm (3/16” to 9/16”)
Capacity – Self-drilling screw ....... 3.5 to 6 mm (1/8” to 1/4”) diameter
Tightening torque ...........................215Nm 
No-load speed:
Soft mode ..........................................0 to 900 min-¹
Bolt mode ..........................................0 to 2,900 min-¹
Bolt single mode ..............................0 to 2,900 min-¹
Power mode ......................................0 to 3,400 min-¹
Self drilling screw mode ................0 to 3,700 min-¹
Impact rate:
Soft mode ..........................................0 to 2,000 min-¹
Bolt mode ..........................................0 to 4,100 min-¹
Bolt single mode ..............................0 to 4,100 min-¹
Power mode ......................................0 to 4,100 min-¹
Self drilling screw mode ................0 to 2,200 min-¹

LED light mode selector................. Always-ON, SW interlocked, Always-OFF 
Tip condition .....................................6.35 Nm 
Type of power ...................................36V
Type of motor ...................................Brushless 
Weight ................................................1.6kg 
Dimensions (L x H ) ..........................114 x 241mm
Standard Accessories......................Belt hook




