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3-Way Globe Valves - Fig BH-8

Material
•	 Body: bronze
•	 Seats and trim: bronze

End Connection
•	 Female BSP

Application
•	 �Used for water, oil, and neutral liquids.

Working Pressure
•	 200 PSI (14.8 bar)

Approvals
•	 UL/FM

Size
Part Number

mm inch

8 5/16 VGB3-8
Product Group: VB09

Heavy-Duty Steam Globe Valves

Material
•	 Body: bronze
•	 Seats and trim: 316 stainless steel
•	 Disc: stainless steel

End Connection
•	 �Female BSP

Application
•	 �Used for steam, water, and oil.

Temperature
•	 �-10°C to 180°C

Working Pressure
•	 �363 PSI (25 bar) 

Size
Part Numbers

mm inch
12 ½ VGL-501-015
20 ¾ VGL-501-020
25 1 VGL-501-025
32 1¼ VGL-501-032
40 1½ VGL-501-040

50 2 VGL-501-050
Product Group: VB09

Globe Valves - Stainless Steel BSP

Size
Part Numbers

mm inch
12 ½ SGLV-015
20 ¾ SGLV-020
25 1 SGLV-025
32 1¼ SGLV-032
40 1½ SGLV-040

50 2 SGLV-050
Product Group: VS02

Material
•	 Body: 316 stainless steel
•	 Seats and trim: integral seat

End Connection
•	 �Female BSP

Application
•	 �Used for steam, water, and oil.

Temperature
•	 �-20°C to 232°C for water, oil, gas, and corrosive fluids

Working Pressure
•	 �200 PSI (14 bar) 

Industrial Valves - Globe Valves


