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•	 Couplings are not recommended for use with air

Quick Release Shouldered Couplings - Stainless Steel
Design
•	 �Made to fit standard pipe as per the ductile clamps. Seals 
are standards Minsup® range

Material
•	 �Cast components: CF8M
•	 �Machined components: 316SS
•	 �Locking pin: Zinc plated carbon steel
•	 Gasket: Nitrile Buna rubber

Size
(NB)

Pipe OD
(mm) Part Numbers

Working 
Pressure

(PSI)

50 60.3 08/048/19/000SS 300
100 114.3 08/048/19/003SS 300
150 165.1 08/048/19/005S 200

150 USA 168.3 08/048/19/168SS 200
Product Group: AE01

Shouldered Coupling Gasket

Size
(NB)

Pipe OD
(mm) Part Numbers

50 60.2 05/048/22/000
80 88.9 05/048/22/002
100 114.3 05/048/22/003
150 165.1 05/048/22/005

150 USA 168.3 05/048/22/168
200 219.1 05/048/22/006
250 273.9 05/048/22/007
300 323.9 05/048/22/008
350 355.6 05/048/22/009
400 406.4 05/048/22/020
450 457.0 05/048/22/021
500 508.0 05/048/22/022
600 609.6 05/048/22/024

Nitrile Buna

Product Group: AE01


