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This chain uses hollow pins to which various attachments can easily 
be fixed. 

Stainless steel version and surface treated version are available. 
Standard and double pitch sprockets are available. 

Roller Chain Type 

KCM
 Chain No.

Pitch
P

Width between 
Inner Plates

W

Bush 
diameter

D

Pin Link Plate Ave. Tensile 
Strength
kN (kgf)

Max. Allowable 
Load

kN (kgf)

Approx. 
Weight
(kg/m)

Links of 
1 unitOutside diameter

d
Inside diameter
d。 (min) A B

(A+A)
L1

(A+B)
L2

Thickness
T

Height
H

KCM 40 HP 12.70　  7.95  7.92  5.69 4.00  8.12  9.43 16.25 17.55 1.5 11.7 13.2(1,350) 1.77(180) 0.51 240
KCM 50 HP 15.875  9.53 10.16  7.24 5.12 10.3　 11.7　 20.6　 22.0　 2.0 14.6 20.6(2,100) 3.14(320) 0.83 192
KCM 60 HP 19.05　 12.70 11.91  8.39 5.99 12.9　 14.3　 25.8　 27.2　 2.4 17.5 31.4(3,200) 4.22(430) 1.24 160
KCM 80 HP 25.40　 15.88 15.88 11.24 8.02 16.07 18.03 32.15 34.1　 3.2 23.0 53.0(5,400) 7.65(780) 2.32 120

○ Dimensions  [Unit: mm] 

Double Pitch Chain Type
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S Roller Type (bushed) R Roller Type 

KCM
 Chain No.

Pitch

P

Width between 
Inner Plates

W

Bush 
diameter

D

Pin Link Plate Ave. Tensile 
Strength
kN (kgf)

Max. Allowable 
Load

kN (kgf)

Approx. 
Weight
(kg/m)

Links of 
1 unitOutside diameter

d
Inside diameter
d。 (min) A B

(A+A)
L1

(A+B)
L2

Thickness
T

Height
H

KCM C2040 HP
25.40  7.95

＊ 7.92
 5.69 4.00  8.12  9.43 16.25 17.55 1.5 11.7 13.2(1,350) 1.77(180)

0.46
120

KCM C2042 HP   15.88 0.80
KCM C2050 HP

31.75  9.53
＊10.16

 7.24 5.12 10.3　 11.7　 20.6　 22.0　 2.0 14.6 20.6(2,100) 3.14(320)
0.76

 96
KCM C2052 HP   19.05 1.25
KCM C2060 HP

38.10 12.70
＊11.91

 8.39 5.99 12.9　 14.3　 25.8　 27.2　 2.4 17.5 31.4(3,200) 4.22(430)
1.12

 80
KCM C2062 HP   22.23 1.79
KCM C2080 HP

50.80 15.88
＊15.88

11.24 8.02 16.07 18.03 32.15 34.1　 3.2 23.0 53.0(5,400) 7.65(780)
1.98

 60
KCM C2082 HP   28.58 3.17

○ Dimensions  [Unit: mm] 

NOTE:  Asterisk (*) indicates bush diameter. 


	KCM  CATALOG  ENGLISH
	Contents
	Product Guide
	ROLLER CHAIN COMPONENT PARTS
	TRANSMISSION CHAINS
	STANDARD ROLLER CHAINS
	STANDARD ROLLER CHAINS (MULTIPLE STRAND TYPE)
	BS-SERIES ROLLER CHAINS
	LUBRICATION-FREE CHAINS
	H-TYPE ROLLER CHAINS
	LL-SERIES HIGH FATIGUE STRENGTH ROLLER CHAINS
	STAINLESS STEEL “SS” ROLLER CHAINS
	MICRO-PITCH STAINLESS CHAIN
	STRENGTHENED STAINLESS STEEL CHAINS (AS)
	SURFACE-TREATED CHAINS (N), (BC), (DG)
	DOUBLE-PITCH ROLLER CHAINS (FOR TRANSMISSION)
	SEMI-STANDARD ROLLER CHAINS
	SELECTING AND HANDLING OF ROLLER CHAINS
	LUBRICATION FOR ROLLER CHAINS
	Chain Power Transmission Table (kW)
	NL Chain Power Transmission Table (kW)

	LEAF CHAINS
	LEAF CHAINS
	LEAF CHAINS (AL Series)
	LEAF CHAINS (BL Series)

	SMALL CONVEYOR CHAINS
	DOUBLE PITCH ROLLER CHAIN (FOR CONVEYOR)
	DL-TYPE DOUBLE PITCH ROLLER CHAIN (FOR CONVEYOR)
	F-TYPE ROLLER CHAINS
	ROLLER CHAINS WITH ATTACHMENTS
	ROLLER CHAINS WITH SIDE ROLLERS
	ROLLER CHAINS WITH TOP ROLLERS
	DOUBLE PITCH CHAIN WITH ATTACHMENTS
	ROLLER CHAINS WITH SNAP-ON TOP PLATES
	LUBRICATION-FREE CHAINS
	LUBRICATION FREE STAINLESS STEEL CHAINS
	ANTI-CORROSION HEAT RESISTANT CHAINS
	STRENGTHENED STAINLESS STEEL CHAINS (AS)
	SIDE BOW (SB) ROLLER CHAINS
	HOLLOW PIN (HP) CHAINS
	CARRIER ROLLER CHAINS
	TRIPLE SPEED CHAIN
	SELECTING SMALL CONVEYOR CHAINS
	SELECTING SMALL CONVEYOR

	AGRICULTURAL CHAINS
	CA-TYPE ROLLER CHAINS
	AGRICULTURAL ROLLER CHAINS
	FEED CHAINS FOR AUTO THRESHER (FARM MACHINE)

	MOTORCYCLE CHAINS
	MOTORCYCLE CHAINS

	BICYCLE CHAINS
	BICYCLE CHAINS

	CHAIN COUPLINGS
	CHAIN COUPLINGS

	SPROCKETS
	ROLLER CHAIN SPROCKETS
	25-SPROCKETS
	35-SPROCKETS
	40-SPROCKETS
	50-SPROCKETS
	60-SPROCKETS
	80-SPROCKETS
	100-SPROCKETS
	120-SPROCKETS
	140-SPROCKETS
	160-SPROCKETS
	DOUBLE PITCH CHAIN SPROCKETS
	BASIC DIMENSIONS
	REFERENCES

	APPLICATIONS OF CHAINS/ATTACHMENTS
	APPLICATIONS OF CHAINS/ATTACHMENTS

	HANDLING AND MAINTENANCE OFROLLER CHAINS

