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Mounted points
For universal use on stainless steel (INOX)

T L2

SdD

INOX cylindrical type
These mounted points are used for rough grinding of stainless steel (INOX) castings and grind-
ing of moulded parts made of high-temperature-resistant alloys. The cylindrical shape ZY is 
ideal for grinding bores, radii and contours.

Special features:
	■ Due to cool grinding, particularly suitable 
for use on temperature-sensitive materials.

	■ High level of grinding comfort due to low-
vibration grinding.

Sd

[mm]
L2

[mm]
D

[mm]
T

[mm]
Grit 
size

USA 
type

Opt. 
RPM

Max. 
RPM

Item no. Designation

6 40 8 16 46 - 100,000 119,300 10 31113744 ZY 0816 6 ADW 46 L6B INOX

10 20 46 W 177 90,000 95,400 10 31118744 ZY 1020 6 ADW 46 L6B INOX

32 46 W 179 62,800 62,800 10 31120744 ZY 1032 6 ADW 46 L6B INOX

16 32 30 - 51,200 51,200 10 31127743 ZY 1632 6 ADW 30 L6B INOX

20 25 30 W 205 45,000 47,700 10 31131743 ZY 2025 6 ADW 30 L6B INOX

60 W 205 45,000 47,700 10 31131746 ZY 2025 6 ADW 60 L6B INOX

40 30 W 207 32,400 32,400 10 31133743 ZY 2040 6 ADW 30 L6B INOX

25 13 30 W 218 37,000 38,100 10 31323743 ZY 2513 6 ADW 30 L6B INOX

25 30 W 220 37,000 38,100 10 31134743 ZY 2525 6 ADW 30 L6B INOX

32 30 - 32,900 32,900 10 31135743 ZY 2532 6 ADW 30 L6B INOX

32 16 24 - 29,000 29,800 5 31326742 ZY 3216 6 ADW 24 L6B INOX

40 24 W 231 20,300 20,300 5 31137742 ZY 3240 6 ADW 24 L6B INOX

40 6 60 W 235 23,000 23,800 5 31375746 ZY 4006 6 ADW 60 L6B INOX

10 30 W 236 23,000 23,800 5 31328743 ZY 4010 6 ADW 30 L6B INOX

20 24 - 23,000 23,800 5 31330742 ZY 4020 6 ADW 24 L6B INOX

50 13 30 - 19,000 19,000 5 31331743 ZY 5013 6 ADW 30 L6B INOX

25 24 W 242 19,000 19,000 5 31332742 ZY 5025 6 ADW 24 L6B INOX

8 40 32 40 24 W 231 28,500 29,800 5 31187742 ZY 3240 8 ADW 24 L6B INOX

50 40 24 W 243 19,000 19,000 5 31383742 ZY 5040 8 ADW 24 L6B INOX

Discontinued product

L2

SdD

T

INOX, cylindrical with radius end type
These mounted points are used for rough grinding of stainless steel (INOX) castings and grind-
ing of moulded parts made of high-temperature-resistant alloys. The cylindrical shape with 
radius end WR is perfect for a variety of deburring and grinding jobs.

Special features:
	■ Due to cool grinding, particularly suitable 
for use on temperature-sensitive materials.

	■ High level of grinding comfort due to low-
vibration grinding.

Sd

[mm]
L2

[mm]
D

[mm]
T

[mm]
Grit size Opt. 

RPM
Max. 
RPM

Item no. Designation

6 40 25 32 30 37,000 37,300 10 31408253 WR 2532 6 ADW 30 L6B INOX
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https://int.pferd.com/en/search?q=31113744
https://int.pferd.com/en/search?q=31118744
https://int.pferd.com/en/search?q=31120744
https://int.pferd.com/en/search?q=31127743
https://int.pferd.com/en/search?q=31131743
https://int.pferd.com/en/search?q=31131746
https://int.pferd.com/en/search?q=31133743
https://int.pferd.com/en/search?q=31323743
https://int.pferd.com/en/search?q=31134743
https://int.pferd.com/en/search?q=31135743
https://int.pferd.com/en/search?q=31326742
https://int.pferd.com/en/search?q=31137742
https://int.pferd.com/en/search?q=31375746
https://int.pferd.com/en/search?q=31328743
https://int.pferd.com/en/search?q=31330742
https://int.pferd.com/en/search?q=31331743
https://int.pferd.com/en/search?q=31332742
https://int.pferd.com/en/search?q=31187742
https://int.pferd.com/en/search?q=31383742
https://int.pferd.com/en/search?q=31408253
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Mounted points
For universal use on stainless steel (INOX)

L2

SdD

T

INOX, tapered type
These mounted points are used for rough grinding of stainless steel (INOX) castings and 
grinding of moulded parts made of high-temperature-resistant alloys. The conical shape KE is 
designed for a comfortable working position during surface grinding and grinding of chamfers.

Special features:
	■ Due to cool grinding, particularly suitable 
for use on temperature-sensitive materials.

	■ High level of grinding comfort due to low-
vibration grinding.

Sd

[mm]
L2

[mm]
D

[mm]
T

[mm]
Grit size Opt. 

RPM
Max. 
RPM

Item no. Designation

6 40 20 20 30 45,000 47,700 10 32205743 KE 2020 6 ADW 30 L6B INOX

25 45 30 34,000 34,000 10 32211743 KE 2545 6 ADW 30 L6B INOX

A 1

A 3

A 11

A 24

L2

SdD

T

Series A INOX
These mounted points are used for rough grinding of a wide range of different contours on 
stainless steel (INOX) castings and grinding of moulded parts made of high-temperature-
resistant alloys.

Special features:
	■ Due to cool grinding, particularly suitable 
for use on temperature-sensitive materials.

	■ High level of grinding comfort due to low-
vibration grinding.

Sd

[mm]
L2

[mm]
USA 
type

D
[mm]

T
[mm]

Grit size Opt. 
RPM

Max. 
RPM

Item no. Designation

6 40 A 1 19 64 60 30,400 30,400 10 35501746 A 1 6 ADW 60 L6B INOX

A 3 25 70 60 18,600 18,600 10 35503746 A 3 6 ADW 60 L6B INOX

A 11 22 50 60 27,600 27,600 10 35511746 A 11 6 ADW 60 L6B INOX

For edge grinding on stainless steel (INOX)

T L2

SdD

INOX EDGE, cylindrical type
Applications include weld dressing on fillet welds, removing burrs and grinding chamfers on 
high-temperature-resistant alloys and stainless steel components. The cylindrical shape ZY is 
ideal for grinding bores, radii and contours.

Special features:
	■ Due to cool grinding, particularly suitable 
for use on temperature-sensitive materials.

	■ High grinding comfort due to low-vibration 
grinding and high dimensional stability on 
edges.

	■ Economical to use due to the high edge 
stability even on low-speed tool drives.

Sd

[mm]
L2

[mm]
D

[mm]
T

[mm]
Grit 
size

USA 
type

Opt. 
RPM

Max. 
RPM

Item no. Designation

6 40 8 16 46 - 100,000 119,300 10 31113614 ZY 0816 6 AN 46 N5B INOX EDGE

10 20 46 W 177 92,000 95,400 10 31118614 ZY 1020 6 AN 46 N5B INOX EDGE

32 46 W 179 62,800 62,800 10 31120614 ZY 1032 6 AN 46 N5B INOX EDGE

13 25 46 W 187 66,000 66,000 10 31125614 ZY 1325 6 AN 46 N5B INOX EDGE

16 32 30 - 51,200 51,200 10 31127613 ZY 1632 6 AN 30 N5B INOX EDGE

60 - 51,200 51,200 10 31127616 ZY 1632 6 AN 60 N5B INOX EDGE
Continued on next page
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https://int.pferd.com/en/search?q=32205743
https://int.pferd.com/en/search?q=32211743
https://int.pferd.com/en/search?q=35501746
https://int.pferd.com/en/search?q=35503746
https://int.pferd.com/en/search?q=35511746
https://int.pferd.com/en/search?q=31113614
https://int.pferd.com/en/search?q=31118614
https://int.pferd.com/en/search?q=31120614
https://int.pferd.com/en/search?q=31125614
https://int.pferd.com/en/search?q=31127613
https://int.pferd.com/en/search?q=31127616
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Mounted points
For edge grinding on stainless steel (INOX)

Sd

[mm]
L2

[mm]
D

[mm]
T

[mm]
Grit 
size

USA 
type

Opt. 
RPM

Max. 
RPM

Item no. Designation

6 40 16 50 30 W 197 31,300 31,300 10 31129613 ZY 1650 6 AN 30 N5B INOX EDGE

20 8 30 - 46,000 47,700 10 31318613 ZY 2008 6 AN 30 N5B INOX EDGE

25 30 W 205 46,000 47,700 10 31131613 ZY 2025 6 AN 30 N5B INOX EDGE

40 30 W 207 32,400 32,400 10 31133613 ZY 2040 6 AN 30 N5B INOX EDGE

25 6 46 W 216 37,000 38,100 10 31321614 ZY 2506 6 AN 46 N5B INOX EDGE

13 30 W 218 37,000 38,100 10 31323613 ZY 2513 6 AN 30 N5B INOX EDGE

32 30 - 32,900 32,900 10 31135613 ZY 2532 6 AN 30 N5B INOX EDGE

40 30 W 221 26,000 26,000 10 31151613 ZY 2540 6 AN 30 N5B INOX EDGE

32 8 30 W 226 29,000 29,800 5 31325613 ZY 3208 6 AN 30 N5B INOX EDGE

16 24 - 29,000 29,800 5 31326612 ZY 3216 6 AN 24 N5B INOX EDGE

20 24 W 228 29,000 29,800 5 31327612 ZY 3220 6 AN 24 N5B INOX EDGE

32 24 W 230 25,700 25,700 5 31136612 ZY 3232 6 AN 24 N5B INOX EDGE

40 24 W 231 20,300 20,300 5 31137612 ZY 3240 6 AN 24 N5B INOX EDGE

40 6 46 W 235 23,000 23,800 5 31375614 ZY 4006 6 AN 46 N5B INOX EDGE

10 30 - 23,000 23,800 5 31328613 ZY 4010 6 AN 30 N5B INOX EDGE

20 24 - 23,000 23,800 5 31330612 ZY 4020 6 AN 24 N5B INOX EDGE

40 24 W 238 16,200 16,200 5 31138612 ZY 4040 6 AN 24 N5B INOX EDGE

50 8 30 - 19,000 19,000 5 31378613 ZY 5008 6 AN 30 N5B INOX EDGE

13 30 - 19,000 19,000 5 31331613 ZY 5013 6 AN 30 N5B INOX EDGE

25 24 W 242 19,000 19,000 5 31332612 ZY 5025 6 AN 24 N5B INOX EDGE

8 40 32 40 24 W 231 28,500 29,800 5 31187612 ZY 3240 8 AN 24 N5B INOX EDGE

Discontinued product

L2

SdD

INOX EDGE, ball type
Applications include weld dressing on fillet welds, removing burrs and grinding chamfers on 
high-temperature-resistant alloys and stainless steel components. The ball shape KU is often 
used for contour grinding and backside deburring.

Special features:
	■ Due to cool grinding, particularly suitable 
for use on temperature-sensitive materials.

	■ High grinding comfort due to low-vibration 
grinding and high dimensional stability on 
edges.

	■ Economical to use due to the high edge 
stability even on low-speed tool drives.

Sd

[mm]
L2

[mm]
D

[mm]
Grit size Opt. RPM Max. RPM Item no. Designation

6 40 16 30 58,000 59,600 10 31707613 KU 16 6 AN 30 N5B INOX EDGE

20 30 46,000 47,700 10 31708613 KU 20 6 AN 30 N5B INOX EDGE

25 30 37,000 38,100 10 31709613 KU 25 6 AN 30 N5B INOX EDGE

3

3Catalogue

https://int.pferd.com/en/search?q=31129613
https://int.pferd.com/en/search?q=31318613
https://int.pferd.com/en/search?q=31131613
https://int.pferd.com/en/search?q=31133613
https://int.pferd.com/en/search?q=31321614
https://int.pferd.com/en/search?q=31323613
https://int.pferd.com/en/search?q=31135613
https://int.pferd.com/en/search?q=31151613
https://int.pferd.com/en/search?q=31325613
https://int.pferd.com/en/search?q=31326612
https://int.pferd.com/en/search?q=31327612
https://int.pferd.com/en/search?q=31136612
https://int.pferd.com/en/search?q=31137612
https://int.pferd.com/en/search?q=31375614
https://int.pferd.com/en/search?q=31328613
https://int.pferd.com/en/search?q=31330612
https://int.pferd.com/en/search?q=31138612
https://int.pferd.com/en/search?q=31378613
https://int.pferd.com/en/search?q=31331613
https://int.pferd.com/en/search?q=31332612
https://int.pferd.com/en/search?q=31187612
https://int.pferd.com/en/search?q=31707613
https://int.pferd.com/en/search?q=31708613
https://int.pferd.com/en/search?q=31709613
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Mounted points
For edge grinding on stainless steel (INOX)

L2

SdD

T

INOX EDGE, tapered type
Applications include weld dressing on fillet welds, removing burrs and grinding chamfers on 
high-temperature-resistant alloys and stainless steel components. The conical shape KE is de-
signed for a comfortable working position during surface grinding and grinding of chamfers.

Special features:
	■ Due to cool grinding, particularly suitable 
for use on temperature-sensitive materials.

	■ High grinding comfort due to low-vibration 
grinding and high dimensional stability on 
edges.

	■ Economical to use due to the high edge 
stability even on low-speed tool drives.

Sd

[mm]
L2

[mm]
D

[mm]
T

[mm]
Grit size Opt. 

RPM
Max. 
RPM

Item no. Designation

6 40 10 25 46 92,000 95,400 10 32209614 KE 1025 6 AN 46 N5B INOX EDGE

16 45 46 52,000 52,000 10 32210614 KE 1645 6 AN 46 N5B INOX EDGE

25 45 30 34,000 34,000 10 32211613 KE 2545 6 AN 30 N5B INOX EDGE

32 32 24 29,000 29,800 5 32207612 KE 3232 6 AN 24 N5B INOX EDGE

A 1

A 3

A 11

L2

SdD

T

Series A INOX EDGE
Applications include weld dressing on fillet welds, removing burrs and grinding chamfers with 
different contours on high-temperature resistant alloys and stainless steel components.

Special features:
	■ Due to cool grinding, particularly suitable 
for use on temperature-sensitive materials.

	■ High grinding comfort due to low-vibration 
grinding and high dimensional stability on 
edges.

	■ Economical to use due to the high edge 
stability even on low-speed tool drives.

Sd

[mm]
L2

[mm]
USA 
type

D
[mm]

T
[mm]

Grit size Opt. 
RPM

Max. 
RPM

Item no. Designation

6 40 A 1 19 64 30 30,400 30,400 10 35501613 A 1 6 AN 30 N5B INOX EDGE

A 3 25 70 30 18,600 18,600 10 35503613 A 3 6 AN 30 N5B INOX EDGE

A 11 22 50 30 27,600 27,600 10 35511613 A 11 6 AN 30 N5B INOX EDGE

6.35 40 A 11 22 50 30 30,400 30,400 10 35011613 A 11 6,3 AN 30 N5B INOX EDGE

Discontinued product

3

3 Catalogue

https://int.pferd.com/en/search?q=32209614
https://int.pferd.com/en/search?q=32210614
https://int.pferd.com/en/search?q=32211613
https://int.pferd.com/en/search?q=32207612
https://int.pferd.com/en/search?q=35501613
https://int.pferd.com/en/search?q=35503613
https://int.pferd.com/en/search?q=35511613
https://int.pferd.com/en/search?q=35011613
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Mounted points
For universal use on soft non-ferrous metals

T L2

SdD

ALU cylindrical mounted points
These mounted points are used to remove burrs on cast aluminium parts and for chamfering 
on aluminium profiles for weld-seam preparation. The cylindrical shape ZY is ideal for grinding 
bores, radii and contours.

Special features:
	■ The special impregnation means there is no 
clogging when working on soft, lubricating 
or tough materials.

	■ High grinding performance and stock 
removal rate.

Sd

[mm]
L2

[mm]
D

[mm]
T

[mm]
Grit 
size

USA 
type

Opt. 
RPM

Max. 
RPM

Item no. Designation

3 30 3 6 80 W 144 150,000 206,100 10 31103378 ZY 0306 3 CN 80 F10V ALU

6 13 80 W 163 93,600 93,600 10 31110378 ZY 0613 3 CN 80 F10V ALU

6 40 10 13 80 W 176 45,000 95,400 10 31115408 ZY 1013 6 CN 80 F10V ALU

13 20 80 W 186 35,000 73,400 10 31124408 ZY 1320 6 CN 80 F10V ALU

16 20 80 W 195 30,000 59,600 10 31126408 ZY 1620 6 CN 80 F10V ALU

32 80 - 30,000 51,200 10 31127408 ZY 1632 6 CN 80 F10V ALU

20 32 80 W 206 24,000 41,100 10 31132408 ZY 2032 6 CN 80 F10V ALU

32 32 80 W 230 15,000 25,700 5 31136408 ZY 3232 6 CN 80 F10V ALU

40 20 80 - 12,000 23,800 5 31330408 ZY 4020 6 CN 80 F10V ALU

For surface grinding on grey and nodular cast iron

T L2

SdD

CAST cylindrical type
These mounted points are exceptionally well suited for cleaning workpieces and for grinding 
out shrinkage holes. The cylindrical shape ZY is ideal for grinding bores, radii and contours.

Special features:
	■ Suitable for use on surfaces and edges.
	■ Combined with high peripheral speeds, 
very well suited for surface use.

	■ High grinding performance and good tool 
life. High stock removal rates thanks to 
coarse grit size.

Sd

[mm]
L2

[mm]
D

[mm]
T

[mm]
Grit 
size

USA 
type

Opt. 
RPM

Max. 
RPM

Item no. Designation

6 40 16 32 30 - 51,200 51,200 10 31127033 ZY 1632 6 ARN 30 K5V CAST

50 30 W 197 31,300 31,300 10 31129033 ZY 1650 6 ARN 30 K5V CAST

20 25 30 W 205 43,000 47,700 10 31131033 ZY 2025 6 ARN 30 K5V CAST

40 30 W 207 32,400 32,400 10 31133033 ZY 2040 6 ARN 30 K5V CAST

25 32 30 - 32,900 32,900 10 31135033 ZY 2532 6 ARN 30 K5V CAST

32 32 24 W 230 25,700 25,700 5 31136032 ZY 3232 6 ARN 24 K5V CAST

40 24 W 231 20,300 20,300 5 31137032 ZY 3240 6 ARN 24 K5V CAST

40 10 30 W 236 22,000 23,800 5 31328033 ZY 4010 6 ARN 30 K5V CAST

20 24 - 22,000 23,800 5 31330033 ZY 4020 6 ARN 24 K5V CAST

50 8 30 - 18,000 19,000 5 31378233 ZY 5008 6 ARN 30 K5V CAST
Continued on next page

Discontinued product

3
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https://int.pferd.com/en/search?q=31103378
https://int.pferd.com/en/search?q=31110378
https://int.pferd.com/en/search?q=31115408
https://int.pferd.com/en/search?q=31124408
https://int.pferd.com/en/search?q=31126408
https://int.pferd.com/en/search?q=31127408
https://int.pferd.com/en/search?q=31132408
https://int.pferd.com/en/search?q=31136408
https://int.pferd.com/en/search?q=31330408
https://int.pferd.com/en/search?q=31127033
https://int.pferd.com/en/search?q=31129033
https://int.pferd.com/en/search?q=31131033
https://int.pferd.com/en/search?q=31133033
https://int.pferd.com/en/search?q=31135033
https://int.pferd.com/en/search?q=31136032
https://int.pferd.com/en/search?q=31137032
https://int.pferd.com/en/search?q=31328033
https://int.pferd.com/en/search?q=31330033
https://int.pferd.com/en/search?q=31378233

