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MACHINERY PAD Part No

The QUALITY material for effective control of
machinery vibration , shock and acoustic noise.

“Similar “products may not be suitable for |
in and around oil and greases

OIL-RESISTANT NEOPRENE

Pad weight 1.7Kgs. When installing a M164
pad an overlay of 6mm around the feet of the
machine should be allowed for.

DEFLECTION GRAPH

Metal H HE B D E BN NN
Shim EEEEE®E For optimum operation , the M164 pad should be
Plate ~a .\“\“\“\“\“\“\n‘wn\\\“-‘“.\‘-‘u“!u - loaded at 3.5 kg/sqcm(SOpSI) , but it is suitable
for a load rating from 0.7 to 4.2 kg/sq.cm.
MULTIPLE LAYERS: When used with impact type machinery such

as punch presses, the pad should be loaded

Where it is required to obtain increased deflection at 1.8 kg/sq.cm.

at the same kg/sq.cm. the M164 pad can be
stacked in layers but, where more than two layers

are used , separate each layer with a metal shim P Kg per
a

plate of 1.5 to 2mm thickness. sq.cm
If several layers are required , the height of the 700 | 7 /
stack should be less than the length or width. 600 | 6 /
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The Mackay M164 mounting pad is available 100 | 1 /
in a standard size of 457mm x 457mm. //
Using scissors or a knife , the pad can be 0 1imm 2mm 3mm
easily cut to required size. Thickness 7mm. DEFLECTION

ANTI VIBRATION MAT EPDM
Part No. MA165

An EPDM Anti-Vibration Mat is a durable elastomeric sheet
designed to reduce vibration, shock, and noise generated by
machines, appliances, and structural systems.

EPDM (Ethylene Propylene Diene Monomer) rubber is well-known
for its excellent weather resistance, high elasticity, and long service
life, making it a preferred material for vibration-control applications
in both indoor and outdoor environments.

* HVAC systems (air-conditioning units, compressors, blowers)
¢ Industrial machinery (pumps, generators, presses)
® Washing machines and home appliances
* Gym equipment and fitness flooring Anti Vibration Mat EPDM
® Automotive and marine uses 450x450x8mm
¢ Building and construction (between floors,

under structural supports)

“ All Dimensions in Millimetres All properties nominal, contact Mackay for Technical advice
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