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VIBRATION ISOLATORS A SECToN
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DUAL COMPRESSION MOBILE ISOLATORS

The Mackay dual compression mobile isolators have
been engineered to isolate vibration , control shock and
reduce noise due to structure borne vibrations. They
have high load carrying capacity with improved multi-
directional resilience and built in rebound protection.

The isolators give versatility for protecting the
equipment and improving operator comfort for all
types of cabins and vehicles. Their engineered design
balances stability with resilience to withstand high
static and shock loading as well as providing fail safe
assembly when installed with suitable washers.
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* H : Thickness of supporting member

WEIGHT
Kg

M539887 20.6 17.5 27.7 20.6 0.02
M539190 31.5 25.4 13 44.5 10.4 32 31.5 10 0.05
M539886 343 35 13 50.8 13.5 42 343 16 0.08
M169 34 35 16 50 13 41.2 34 16 0.1
M187 41 44.5 13 63 22 51 41 16 0.2
M539191 411 44.5 16 63.5 15.7 51 411 19 0.2
M539951 56.6 50.8 20 95 25.4 62 56 20 0.4

ALSO AVAILABLE ; M189 MECHANICAL & CHEMICAL PROTECTION SHIELD.
METHODS OF MOUNTING

supported member

Snubbing washer M16911
(supplied with M169 only)

supported member

rebound shoulder /
supporting
supporting member Snubbing washer M16911
'supplied with M169 onl!
member (supp V)
All properties nominal, contact Mackay for Technical advice All Dimensions in Millimetres “
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